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December 12, 2008 Analytical Report for Service Request No: K0811162

Joe Kabale

Environmental Chemistry Consulting Services, Inc.
2525 Advance Rd.

Madison, WI 53718

RE: Kuhlman Electric
Dear Joe:

Enclosed are the results of the samples submitted to our laboratory on November 14, 2008. For your
reference, these analyses have been assigned our service request number K0811162.

Analyses were performed according to our laboratory’s NELAP-approved quality assurance program.
The test results meet requirements of the current NELAP standards, where applicable, and except as
noted in the laboratory case narrative provided. For a specific list of NELAP-accredited analytes, refer
to the certifications section at www.caslab.com. All results are intended to be considered in their
entirety, and Columbia Analytical Services, Inc. (CAS) is not responsible for use of less than the
complete report. Results apply only to the items submitted to the laboratory for analysis and individual
items (samples) analyzed, as listed in the report.

Please call if you have any questions. My extension is 3376. You may also contact me via Email at
GSalata@caslab.com.

Respectfully submitted,
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Columbia Analytical Services, Inc.
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Project Chemist
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NELAP Accredited ACIL Seal of Excellence Award

£% 100% Recycled



Acronyms

ASTM American Society for Test'ing and Materials
A2LA American Association for Laboratory Accreditation
CARB " California Air Resources Board ,
CAS Number Chemical Abstract Service registry Numbef :
CFC | Chlorofluorocarbon '
CFU ' Colony-Forming Unit |
DEC D‘epartment of Environmental Conservation
DEQ Department of Environmental Quality
DHS Department of Health Services
DOE Department of Ecology
DOH Department of Health
EPA U. S. Environmental Protection Agency
ELAP Environmental Laboratory Accreditation Program
GC Gas Chromatography
GC/MS .. Gas Chromatography/Mass Spectrometry
LUFT Leaking Underground Fuel Tank
M ‘ Modlﬁed v
s MCL | S ' Max1mum Contaminant Level is the highest pem1551ble concentratlon of a

substance allowed in drinking water as established by the USEPA.

MDL Method Detection Limit

MPN Most Probable Number

MRL Method Reporting Limit

NA Not Applicable

NC Not Calculated

NCASI National Council of the Paper Industry for Air and Stream Improvement
ND Not Detected

NIOSH National Institute for Occupational Safety and Health

PQL Practical Quantitation Limit

RCRA Resource Conservation and Recovery Act

SIM Selected Ion Monitoring ’ '

TPH Total Petrolenm Hydrocarbons

tr Trace level is the concentration of an analyte that is less than the PQL but greater

than or equal to the MDL.
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Inorganic Data Qualifiers
The result is an outlier. See case narrative. .
The &omroi limit criteria is not applicable. See case narrative.
The analyte was found in the associated method blank at a level that is significant relative o the sample result.
The result is an estimate amount because the value exceeded the mstrument calibration range.
The result is an estimated concentration that is less than the MRL but greater than or equal to the MDL.
The compound was analyzed for, but was not detected ("Non-detect”) at or above the MRL/MDL.
The MRL/MDL has been elevated due to a matrix interference.

See case narrative.

Metals Data Qualifiers
The control limit criteria is not applicable. See case narrative.

The result is an estimated concentration that is less than the MRL but greater than or equal to the MDL.
The percent difference for the serial dilution was greater than 10%, indicating a possible matrix interference in the sample.

The duplicate injection precision was not met.

The Matrix Spike sample recovery is not within control limits. See case narrative.

The reported value was determined by the Method of Standard Additions (MSA).

The compound was analyzed for, but was not detected ("Non-detect") at or above the MRL/MDL.

The post-digestion spike for furnace AA analysis is out of control limits, while sample absorbance is less than 50% of spike
absorbance.

The MRL/MDL has been elevated due to a matrix interference.
See case narrative.
The duplicate analysis not within control limits. See case narrative.

The correlation coefficient for the MSA 1s less than 0.995.

Organic Data Qualifiers
The result is an outlier. See case narrative.
The control limit criteria ts not applicable. See case narrative.
A tentatively identified compound, a suspected aldol-condensation product.
The analyte was found in the associated method blank at a level that 1s significant relative to the sample result.
The analyte was qualitatively confirmed using GC/MS techniques, pattern recognition, or by comparing to historical data.
The reported result is from a dilution.
The result is an estimate amount because the value exceeded the instrument calibration range.
The result is an estimated concentration that is less than the MRL but greater than or equal to the MDL.,
The resulit is presumptive. The analyte was tentatively identified, but a confirmation analysis was not performed.

The GC or HPLC confirmation criteria was exceeded. The relative percent difference is greater than 40% between the two
analytical results (25% for CLP Pesticides). i

The compound was analyzed for, but was not detected ("Non-detect") at or above the MRL/MDL.
The MRL/MDL has been elevated due to a chromatographic interference. »

See case narrative.

Additional Petroleum Hydrocarbon Specific Qualifiers
The chromatographic fingerprint of the sample matches the elution pattern of the calibration standard.

The chromatographic fingerprint of the sample resembles a petroleum product. but the elution pattern indicates the presence of a
greater amount of lighter molecular weight constituents than the calibration standard.

The chromatographic fingerprint of the sample resembles a petroleum product, but the elution pattern indicates the presence of a
greater amount of heavier molecular weight constituents than the calibration standard.

The chromatographic fingerprint of the sample resembles an oil, but does not match the calibration standard.

The chromatographic fingerprint of the sample resembles a petroleum product eluting in approximately the correct carbon range,
but the elution pattern does not match the calibration standard.

The chromatographic fingerprint does not resemble a petroleum product.



Columbia Analytical Services, Inc.
Kelso, WA
State Certifications, Accreditations, and Licenses

Program Number
Alaska DEC UST UST-040
Arizona DHS AZ0339
Arkansas - DEQ 88-0637
Calitornia DHS 2286
Colorado DPHE -

Florida DOH ER87412
Hawait DOH -

Idaho DHW -

Indiana DOH C-WA-01
Louisiana DEQ 3016
Louisiana DHH LAO050010
Maine DHS WAO0035
Michigan DEQ 9949
Minnesota DOH (053-999-368
Montana DPHHS CERT0047
Nevada DEP WA35
New Jersey DEP WAO005
New Mexico ED -

North Carolina DWQ 605
Oklahoma DEQ 9801
Oregon - DHS WA200001
South Carolina DHEC 61002
Utah DOH COLU
Washington DOE C1203
Wisconsin DNR 998386840
Wyoming (EPA Region §) -




Case Narrative



COLUMBIA ANALYTICAL SERVICES, INC.

Client: Environmental Chemistry Consulting Services, Inc. Service Request No.: KO0811162
Project: "Kuhlman Electric Date Received: 11/14/08
Sample Matrix:  Water

CASE NARRATIVE

All analyses were performed consistent with the quality assurance program of Columbia Analytical Services, Inc.
(CAS). This report contains analytical results for samples designated for Tier II data deliverables. When appropriate to
the method, method blank results have been reported with each analytical test. Surrogate recoveries have been reported
for all applicable organic analyses. Additional quality control analyses reported herein include: Matrix/Duplicate
Matrix Spike (MS/DMS), and Laboratory Control Sample (LCS).

Sample Receipt

Three water samples were received for analysis at Columbia Analytical Services on 11/14/08. The samples were
received in good condition and consistent with the accgmpdnying chain of custody form. The samples were stored
in a refrigerator at 4°C upon receipt at the laboratory. ~ -+

Volatile Organic Compounds by EPA Method §260B

Initial Calibration (ICAL) Exceptions:

The primary evaluation criterion was exceeded for Dichlorodifluoromethane and Trichlorofluoromethane in ICAL
ID 7782. In accordance with CAS standard operating procedures, the alternative evaluation specified in the EPA
method was performed using the mean Relative Standard Deviation (RSD) of all analytes in the calibration. The
result of the mean RSD calculation was 7.9%. The ‘¢alibration meets the alternative evaluation criteria. Note that
CAS/Kelso policy does not allow the use of averaging if any analyte in the ICAL exceeds 30% RSD.

Lab Control Sample Exceptions:

The advisory criterion was exceeded for Tetrachloroethene (PCE) and Trichlorofluoromethane in Laboratory
Control Sample (LCS) KWG0812662-3. As per the CAS/Kelso Standard Operating Procedure (SOP) for this
method, these compounds are not included in the subset of analytes used to control the analysis. The recovery
information reported for these analytes is for advisory purposes only (i.e. to provide additional detail related to the
performance of each individual compound). No further corrective action was required.

No other anomalies associated with the analysis of these samples were observed.

1.4-Dioxane by EPA Method 8270C

No anomalies associated with the analysis of these sampies were observed.
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